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Multi Micro-bundles Cable MB LSZH 
SP 1383 - up to 96 fibres 

Indoor Distribution Cable 
 

 
Description and Applications  
This compact cable is designed for indoor installation 
by pulling. It can be deployed vertically thanks to its 
bundle design. The micro-bundle conception also 
provides an easy mid span access. 
It features up to 8 micro-bundles of 12 fibres each. 
 
 
 
 
 
 
 
 
 
 

Characteristics  Construction 

 Easy installation 1 : Central sheathed FRP strength member 
 All dielectric structure 2 : Micro-bundle 
 LSZH-FR sheath (Low Smoke Zero Halogen) 3 : Optical fibres Ø 250 µm 
 Flame non propagation (IEC 60332-1 & NFC 32070 C2) 4 : Reinforcing aramid yarns 
 Fire non propagation (IEC 60332-3) 5 : LSHF-FR material outer sheath 

  
         
 
 

 
Nominal dimensions & technical parameters 
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Cable weight 50 kg/km 

Operating Temperature range (IEC-60794-1-F1) -10°C  +60°C 

Storage Temperature range -20°C  +60°C 
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Maximum pulling force (IEC-60794-1-E1) 100 daN 

Maximum operating pulling force 25 daN 

Minimum bending radius without tension 65 mm 

Minimum bending radius with tension 100 mm 

Compression (IEC-60794-1-E3) 100 daN/dm 

Impacts (IEC-60794-1-E4) 10 impacts of 1 N.m 

 
 
 
 
Sales information 
For fibre type information or specific request, do not hesitate to contact us 


